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APPLICANT NAME: …………………………..….

ASSESSOR NAME: ……...……………………….


skill Assessment report
LPG Australia National personnel certification scheme

AUTOGAS EQUIPMENT INSTALLER AND MAINTAINER

LPG Australia certified Skill Assessors are required to personally observe the Applicant complete the tasks that enable demonstration of each Element of Competency. The Applicant is to be reported as C for Competent or NYC for Not-Yet-Competent against the Performance Criteria outlined in this document.  The Skill Assessor should add any additional comments relevant to the Assessment outcome.  Additional pages may be added to this report if required.
DATE OF ASSESSMENT: 







APPLICANT NAME:





__RABQSA SKILL ASSESSOR NAME: 




_____
LOCATION OF ASSESSMENT:















Any actual or potential Conflict of Interest must be declared in writing via email to LPGCertification@alpga.asn.au prior to conducting the Assessment. RABQSA will advise on how you are to proceed. Statements regarding the actions taken and the eventual approval (if granted) are to be recorded in the “Comments” section below. Include the name of the RABQSA Representative that provided approval to proceed.

Other Comments: 

ASSESSMENT CONDITIONS
Location of Assessment

Assessor to make sure the location is appropriate for the safety of the Assessor and the applicant in relation to OH&S, personal safety and work practices. The Assessment is not to be carried out if deemed by the assessor not to be a safe workplace.
ALL assessments are to be carried out under a controlled environment to ensure consistency of the assessment outcome. It is therefore necessary that this assessment be carried out only after an autogas installation is completed that the Applicant warrants that they themselves have installed.  
SUDDEN DEATH ITEMS

At any time the Skill Assessor may stop the Assessment and take control of the situation if there is an unsafe sequential process. The Assessment will be stopped and will not recommence. The Applicant will be required to re-book a Skill Assessment and pay the required Skill Assessment Fee. 

LEVEL OF PERFORMANCE NECESSARY

In order to be deemed competent in this Assessment, the Applicant MUST be found Competent against all Performance Criteria. 
When making a determination of Competent (C) or Not Yet Competent (NYC), the Assessor should refer to the most recent version of the Standard AS/NZS1425 - LP Gas fuel systems for vehicle engines (and referred to as AS/NZS1425 in the text below).
EVIDENCE OF IDENTITY NECESSARY
Proof of Applicant identity is required to be supplied before the test commences. Proof can be in the form of a photographic drivers licence or similar government issued document providing it has a photograph of the Applicant. 
ASSESSMENT CHECKLIST 

	Element of Competency
	Performance Criteria
	Required Evidence
	C or  NYC
	Evidence for finding of Competent or Not-Yet-Competent

	LPG “System” appropriate to be installed in the Vehicle as per AS/NZS1425
	Cylinder has been tested in accordance with AS2337 and certified by a gas cylinder test station registered under MP48.

	
	
	

	
	Cylinder test station ID Mark is present on the Cylinder and visible
	Cylinder test station ID Mark is present on the Cylinder and visible
	
	

	
	Appropriate Installation Kit used for the installation
	As per Section 1.8 of AS/NZS1425
	
	

	Installation of LPG Tank is as per AS/NZS1425
	Container orientation is within acceptable limits
	As specified in Section 3.18.1 of AS/NZS1425
	
	

	
	Ground clearance is adequate
	As per Section 3.19 of AS/NZS1425
	
	

	
	Inboard clearance is adequate
	Inboard clearance as per Section 3.19 of AS/NZS1425
	
	

	
	Protection Guard (if necessary) is fitted correctly
	If required, a Protection Guard is installed as specified in Section 3.20 of AS/NZS1425
	
	

	
	Vehicle exhaust clearance is adequate
	Exhaust Clearance as specified the following Sections of AS/NZS1425:

3.20(g);
3.21.
	
	

	
	Container straps are properly secured
	As specified in Section 3.18.3 of AS/NZS1425
	
	

	
	Reinforcement plates, bolts and locking devices are adequate and installed correctly
	As specified in Section 3.18.3(d) of AS/NZS1425
	
	

	
	Container Cradle is correctly installed and utilised
	As specified in Section 3.18.3(b) of AS/NZS1425
	
	

	Container Compartment Valving and Venting  is as per AS/NZS1425
	Sub-compartment sealed and vented
	As specified in Section 3.17.3 of AS/NZS1425
	
	

	
	Vent area not less than 500mm2
	Vent area greater than 500mm2
	
	

	
	Vent outlet >250mm from exhaust
	As per Section 3.17.3 of AS/NZS1425
	
	

	
	Vent conduit connections adequate
	As specified in Section 3.17.4 of AS/NZS1425
	
	

	
	Automatic Fuel Shutoff Device fitment and wiring as per requirements
	As specified in Section 3.13 of AS/NZS1425
	
	

	
	Pipe work condition and routing as per requirements
	As specified in the following Sections of AS/NZS1425:

3.17.4;
4.5.
	
	

	Fill Line installed as per AS/NZS1425

	Fill Line installed correctly
	As specified in Section 3.7.2.2 of AS/NZS1425
	
	

	
	Fill Connection secured and protected
	Fill Connection fitted as specified in the following Sections of AS/NZS1425:

7.2.1 

3.7.5

Fill Connection is protected as specified in Section 3.7.5 (b) or (c) of AS/NZS1425 depending on the location of the Fill Connection.
	
	

	
	Captive filler cap installed
	Captive cap is installed and it complied with Section 3.7.4 of AS/NZS1425
	
	

	
	Correct sealing of remote Fill Connection and rigid piping
	As specified in Section 3.7.2.2 of AS/NZS1425
	
	

	
	Minimum inside diameter of Fill Line is 10mm
	Diameter of Fill Line 10mm or greater
	
	

	Service Line installed as per AS/NZS1425
	Service Line routing - clear of other components
	As specified in Section 4.5 of AS/NZS1425
	
	

	
	Service Line protection – Grommets and sleeves utilised effectively
	As specified in Section 4.5 of AS/NZS1425
	
	

	
	Service Line shielded correctly from hot objects
	As specified in Section 4.5(e) of AS/NZS1425
	
	

	
	Service Line securely attached 
	As specified in Section 4.5(e) of AS/NZS1425
	
	

	
	Flexible line fitted where or as required in AS1425 to allow for movement between different areas e.g. Chassis to body on separate mounted body chassis combinations
	As specified in AS/NZS1425
	
	

	Automatic Fuel Shut off Device (AFSOD) installed as per AS/NZS1425
	Regulator AFSOD mounted correctly
	As specified in Section 5.3 of AS/NZS1425
	
	

	
	Regulator AFSOD protected adequately
	As specified in Section 5.3 of AS/NZS1425
	
	

	
	Regulator AFSOD operates correctly
	As specified in Section 5.3 of AS/NZS1425
	
	

	
	Container AFSOD operates correctly
	As specified in Section 3.13 of AS/NZS1425
	
	

	
	Container AFSOD power is isolated by a separate fuse or current limiting device
	As specified in Section 3.13 of AS/NZS1425
	
	

	Converter/Vaporiser/Regulator installed  as per AS/NZS1425
	Mounted Securely and protected
	As specified in Section 5.6 of AS/NZS1425
	
	

	
	Accessible for adjustment and servicing
	As specified in Section 5.6 of AS/NZS1425
	
	

	
	Correct installation position so as not to affect performance, and mixture controls and ensure emissions are not excessive.
	As specified in Section 5.6 of AS/NZS1425
	
	

	
	Suitable for engine type/capacity/induction method
	
	
	

	
	Vapour hose type and routing as per requirements
	As specified in Section 5.6 of AS/NZS1425
	
	

	LPG Fuel Processor and Wiring Loom installed as per AS/NZS1425
	Correctly mounted and secured
	As specified in Section 5.11 of AS/NZS1425
	
	

	
	Correct orientation to allow for protection from water and heat damage.  
	
	
	

	
	Has separate fuse for LPG Fuel System
	As specified in Section 5.11 of AS/NZS1425
	
	

	
	Wiring Loom grommets and seals as appropriate when passing through firewalls etc. 
	
	
	

	Mixer Injectors installed as per AS/NZS1425
	Suitable for engine Type and size, induction naturally aspirated turbo supercharged diesel or petrol
	
	
	

	
	Correctly mounted and sealed
	As specified in Section 5.8 of AS/NZS1425
	
	

	
	Sufficient clearance  so as to stop body vibration and excess noise
	
	
	

	Commissioning/Testing performed as per AS/NZS1425
	Automatic Fill Level (AFL) valve operates correctly 
	Tested and conforms to the requirements outlined in Section 6.12 of AS/NZS1425
	
	

	
	Engine starts and runs smoothly drives satisfactorily
	Engine is able to be started
	
	

	
	No leaks from pressurised lines
	No leaks detected during leakage test – including vapour lines
	
	

	
	LPG Identification plates and labels present
	As specified in Section 7.4.3 of AS/NZS1425
	
	

	
	Fuel Selector switch present and correctly installed (only for bi- fuel vehicles)
	As specified in Section 5.9 of AS/NZS1425
	
	

	
	Operating instructions available for consumer/user
	As specified in Section 7.5 of AS/NZS1425
	
	

	
	Compliance plate attached to vehicle
	As specified in Section 7.3 of AS/NZS1425
	
	

	
	Compliance documentation completed and available
	As specified in Section 7.2 of AS/NZS1425
	
	


Applicant is Competent / Not Yet Competent (please circle one)

Comments / Requirements to gain competency where applicable:

ASSESSOR TO COMPLETE (Tick boxes as appropriate)
· I confirm the above Report is a true reflection of the competencies demonstrated by the Applicant.

· I confirm there are no undeclared potential conflicts of interest in the conduct of the above Assessment. 

· I confirm that I am an LPG Australia-certified Skill Assessor, and I have conducted this Assessment in accordance with LPG Australia requirements.

· I confirm I have provided a copy of the Assessment to the Applicant. 

Assessor: ________________________________________

Signature: _____________________________________

Date: _________________________________________ 

LPG Australia Customer No _______________________
APPLICANT TO COMPLETE (Tick boxes as appropriate)
· I confirm that the LPG Kit installation being assessed to determine my skill is 100% my own work
· I confirm the above Report is a true reflection of the competencies demonstrated by me.

· I confirm there are no undeclared potential conflicts of interest in the conduct of the above Assessment. 

· I confirm I have been provided a copy of the Assessment and understand any requirements to gain competency where applicable. 

Applicant: ________________________________________

Signature: _____________________________________

Date: _________________________________________ 

LPG Australia Customer No. ___________________
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